
Soils Washing Treatability Plan

PCBs in Ball field
Proposed Soil Washing Treatability Boring Location 

• Sample IDs SW‐1 through SW‐5 
• The circled sets of borings will be composited at the 

lab
• Locations subject to mark out of utilities and review of 

soil type from existing borings

PCBs > 1 ppm 0‐2 ft

PCBs > 10 ppm 2‐10 ft

PCBs > 50 ppm

Key

SW‐1

SW‐2

SW‐4

SW‐3

SW‐5Composite 1
(0‐30 ft bls)

Composite 2
(0‐30 ft bls)

Composite 3
(30‐50 ft bls)



Soil Washing Bench Test Summary
May 28, 2015

Field Work
• Collected five soil borings

• SW‐1 ‐ 0‐30 feet
• SW‐2 – 0‐30 feet
• SW‐3 – 0‐30 feet
• SW‐4 – 0‐30 feet, 30‐50 feet
• SW‐5 – 0‐30 feet, 30‐50 feet 

• Cores shipped to ART in Tampa



Soil Washing Bench Test Summary
May 28, 2015

• Bench Work
• Composite #1

• SW‐1 ‐ 0‐30 feet
• SW‐2 – 0‐30 feet
• SW‐3 – 0‐30 feet

• Composite #2
• SW‐4 – 0‐30 feet
• SW‐5 – 0‐30 feet

• Deep samples (30‐50 feet) were sent just for visual observation
• Composite samples shipped for analysis
• Step #1 – physical separation performed on the composite samples






















